SUSPENSIONS AND AXLES REQUIRING UP TO 26,000 POUND BRAKING REQUIREMENTS:

Trailer applications requiring up to 26,000 pound braking requirements must meet the following specifications for suspension, axle and brake equipment. The combinations described below provide suspension systems (suspension, axles, brakes and hubs) that are rated for maximum permit loads of up to 26,000 pounds.

⚠️ Not for use on permit loads that are greater than 26,000 pounds per axle
⚠️ Minimum brake drum requirement is 120 pound cast
⚠️ Refer to the hub manufacturer for specific hub capacity ratings
⚠️ These specific brake components do not increase the capacity of the suspension or axle
⚠️ These specific brake components are limited to the axle capacity rating, unless 3/4-inch axle wall thickness is selected on a TRLAXLE® or an INTRAAX® EDT/EDL suspension is specified

PERMIT SUSPENSION SPECIFICATIONS

<table>
<thead>
<tr>
<th>SUSPENSION / AXLES</th>
<th>SPINDLE</th>
<th>HUB MATERIAL</th>
<th>SLACK</th>
</tr>
</thead>
<tbody>
<tr>
<td>INTRAAX AAT / AAL 25, 30K</td>
<td>HP</td>
<td>Austempered Ductile Iron</td>
<td>5.5&quot; or 6&quot;</td>
</tr>
<tr>
<td>INTRAAX AAEDT / AAEDL 30K</td>
<td></td>
<td>Aluminum Ductile Iron</td>
<td></td>
</tr>
<tr>
<td>TRLAXLE</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

BRAKE SIZE, LINING AND CHAMBERS FOR 26,000 POUND RATING

Option #1
- 16.5" × 7" HXS® Hendrickson Extended Service™
- H26167XF lining
- 30 / 30 standard stroke brake chamber
- 5.5" or 6" slack adjuster
- HD cast drum

Option #2
- 16.5" × 8½" HXS® Hendrickson Extended Service™
- H26168XF lining
- 30 / 30 standard stroke brake chamber
- 5.5" or 6" slack adjuster
- HD cast drum

For additional information, call 1-866-RIDEAIR (743-3427) or visit www.hendrickson-intl.com

Call your trailer dealer or Hendrickson at 330.489.0045 or 866.RIDEAIR (743.3247) for additional information.